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SYSTEM AND METHOD OF APPLYING 
ENERGETIC IONS FOR STERILIZATION 

RELATED APPLICATIONS 

The present invention is related to and claims the bene?t 
of US. Provisional Patent Application Ser. No. 60/175,785, 
?led Jan. 12, 2000 and entitled “Energetic Ions For 
Sterilization”, Which provisional application is assigned to 
the same assignee and is incorporated by reference herein. 

FIELD OF THE INVENTION 

The invention relates to steriliZation processing and par 
ticularly to the use of energetic ions for the steriliZation of 
surfaces. 

BACKGROUND OF THE INVENTION 

In the ?eld of food processing, as Well as in other ?elds, 
steriliZation to protect against danger from harmful micro 
organisms is a critical concern. For the food industry, the 
steriliZation of containers for food products is particularly 
important, and improvements in container steriliZation pro 
cesses can be expected to have a large economic impact. In 
the current art, steriliZation of an object may be carried out 
by subjecting the object to heated steam pressure, to per 
meation by a gas such as hydrogen peroxide or ethylene 
oxide, and to ioniZing radiation, such as a gamma-rays. 

While steam-pressure steriliZation can be effective, plastic 
packaging Which Will Withstand the requisite temperature is 
more expensive than similar packaging Which does not have 
to Withstand the high-temperature. The penetration depth of 
high-energy electromagnetic radiation (e.g., gamma rays) is 
roughly six orders of magnitude greater than the siZe of the 
microorganism to be destroyed. Accordingly, high-energy 
radiation is effective for sloW volume steriliZation but inef 
?cient for rapid surface steriliZation. This inef?ciency is 
manifested in long time scales for surface steriliZation. 
Finally, While UV radiation has the right penetration depths 
for surface steriliZation, suf?cient intensities are dif?cult to 
achieve for providing the desired destruction rate. 

SUMMARY OF THE INVENTION 

Accordingly, it is an object of the invention to provide a 
more ef?cient steriliZation process for food-product contain 
ers and the like. To that end, the method of the invention 
operates to cause a cold plasma to be disposed near a surface 
to be steriliZed, and that cold plasma is then subjected to a 
pulsed voltage differential for producing energiZed ions in 
the plasma that are directed toWard the surface. Those 
energiZed ions then operate to achieve spore destruction on 
a surface to be steriliZed. 

The cold plasma discharge With the parameters needed for 
the approach of the invention should be easily produced by 
a range of established techniques. The poWer requirements 
for the high voltage pulses are very modest. 
A series of pulses of total duration in the range of one 

millisecond should be sufficient for the doses required. With 
pulses of this duration the charge buildup on insulating 
surfaces should be Well Within a usable range. If larger doses 
are required, additional pulsing can be used. The heating of 
the container surface is minimal for the doses required. 

BRIEF DESCRIPTION OF FIGURES 

FIG. 1 provides a schematic depiction of the application 
of the method of the invention for a container to be steril 
iZed. 
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DETAILED DESCRIPTION 

An improved methodology is disclosed herein for steril 
iZation of containers used for packaging contents requiring 
a sterile environment. In the preferred embodiment of the 
invention, the containers of interest are those used for 
packaging food products and the invention Will be described 
in respect to such food-product containers. It should be 
understood, hoWever, that the method of the invention is also 
applicable to the steriliZation of containers for other prod 
ucts requiring sterile packaging, such as medical and phar 
maceutical products. 
Aprimary object of steriliZation for product packaging is, 

of course, the destruction of microorganisms that might 
otherWise contaminate the product so packaged. Among the 
more difficult microorganisms to eliminate during steriliZa 
tion are bacterial spore. For the purpose of illustrating the 
operation and principle of the method of the invention, the 
focus of the description hereafter Will be the destruction of 
such spore. HoWever, the steriliZation method of the inven 
tion is expected to be effective on the full range of micro 
organisms Which may be encountered and all such applica 
tions are intended to be Within the scope of the claimed 
invention. 

Techniques for spore destruction can be divided into tWo 
categories: (1) techniques that destroy the spore shell to get 
to the spore center, and (2) techniques that directly impact 
the spore center. At their present state of development the 
former techniques take minutes or longer for spore destruc 
tion. This is too sloW for production line applications. The 
latter techniques include heat and electromagnetic radiation. 
As explained in the Background section, both of these 
techniques suffer from signi?cant limitations in respect to 
the steriliZation of product packaging containers. The meth 
odology of the invention overcomes the limitations of the 
prior art by directly impacting the spore center With high 
energy ions. 
A. Description of the Preferred Embodiment 
As a predicate to the description of the preferred 

embodiment, it is to be noted that light ions (e.g., hydrogen) 
having energies in the 20—70 keV or greater range have 
penetration depths comparable to spore siZes. This short 
range results in very high damage coef?cients. Modest ion 
?uences (e.g. 3-10“8 coul~cm_2) in this energy range Will 
provide damage in the Mrad range required for spore 
destruction. [The destruction of bacterial spores by ener 
giZed ions is further explained by Russell, The Destruction 
of Bacterial Spores, Academic Press, 1982, p. 121.] 

According to the method of the invention, a cold plasma 
is disposed near a surface to be steriliZed and subjected to 
pulsed voltage differential With the surface that produces 
energiZed ions in the plasma directed toWard the surface. 
Those energiZed ions then operate in a knoWn manner to 
achieve spore destruction on the surface to be steriliZed. 
A range of approaches (e.g. rf or gloW discharge) can be 

used to create loW density (eg 108 cm_3) cold plasmas near 
the surface to be steriliZed. The surface to be steriliZed is 
then pulsed to the required voltage (eg 50 kV) for a series 
of short periods (e.g. 5—50 usec), and the resulting ion 
deposition Will be in the range required. If the surface to be 
steriliZed is a conductor, that surface may be constituted as 
one of the electrodes for the pulsed voltage potential across 
the plasma. If, on the other hand, the surface to be steriliZed 
is an insulator (e.g. plastic) it can be backed by a conductor 
and the capacitive displacement current Will support the 
charge densities required. In the event that a greater charge 
is required, the backing conductor can be pulsed With a 
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greater number of pulse repetitions With a period betWeen 
pulses to allow the loW-density loW-voltage plasma to 
discharge the insulator surface. GloW discharge cleaning 
With the cold plasma discharge could be used to help clean 
the surface of coatings over the microbes if desired. 

FIG. 1 provides a schematic illustration of the application 
of the method of the invention to a generic container. The 
container (A) is evacuated to a desired pressure 
(illustratively, in the 0.1—100 milliTorr range). A gas feed is 
used to inject a Working gas (e.g. hydrogen) into the con 
tainer in this pressure range. Aplasma discharge is initiated 
in the container With knoWn techniques, such as gloW 
discharge or rf. If a gloW discharge is used, the electrode (B) 
could be segmented to act as an anode and cathode, or a loW 
frequency voltage could be induced betWeen the electrode 
and the conforming conductor (C) outside the container. If 
high frequency rf is used to initiate plasma discharge, the 
launcher could be any of a number of knoWn con?gurations, 
including an external coil, the indicated electrodes or alter 
nately driven segments of the external conductor. After the 
loW density discharge has been initiated, a high voltage is 
driven betWeen the internal electrode (B) and the conform 
ing conductor (C) external to the container, by a poWer 
supply With modulator Note that conforming conductor 
(C) may also be placed at or near the inside surface of the 
container, but in that case the conductor should be made 
porous in order to permit ions attracted thereto to pass 
through and reach the container surface. The polarity of the 
voltage Will be established to attract ions to the container. 
The energetic ions Will damage the microorganisms on the 
container surface. 

In a further embodiment adapted for use With small 
containers having open mouths or Where difficulty is expe 
rienced or expected in producing the loW temperature dis 
charge in a small space in the container, a more planer 
discharge could be generated above and into a group of 
containers and the ions accelerated into the container sur 
faces by the process described above. 
B. Illustrative Operating Characteristics for Invention 

For the purpose of illustrating the operation of the 
invention, it is assumed that one megaRad is required to 
assure spore destruction. It should be understood, hoWever, 
that a someWhat higher dose may be required for some 
microorganisms. One Rad is one esu per cc of charge 

(i.e.3.3~10_1O coul~cm_3~Rad_1). Therefore 3.310“1O 
coul~cm_3~Rad_1><1-106 Rad=3.3~10_4 Coul-cm‘3 Will be the 
required dose. If the penetration depth is one micron, then 
the surface charge Will be 1-10-4 cm><3.3~10_4 Coul~cm_3= 
3.310'8 Coul~cm_2. For 50 keV ions the energy density Will 
be only 1.6510“3 joul ~cm_2. 

It is noted that the penetration depth of energetic ions into 
microbes has some uncertainty because data is not available 
for microbes. HoWever, data is available for materials that 
are sufficiently similar to support the validity of the process. 
The penetration depth in materials is strongly energy depen 
dent and increases With increasing energy. The penetration 
depth decreases With increasing atomic number of the ions 
used. For this reason light ions, such as hydrogen, are 
preferable as a Working gas. 50 keV hydrogen ions should be 
sufficient to penetrate about one micron for the analog 
material. In addition, it is believed likely that spore material 
is someWhat easier to penetrate. 
As a test case, one can assume a cold plasma discharge 

With a hydrogen density of 1-108 cm'3 and a temperature of 
2 eV. The ion sound speed (c5) Will be about 1.4106 cm/sec. 
The current density to an electrode Will be about: 
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4 
To achieve 3.310'8 Coul~cm_2 Will require a total pulse 
duration of about 1.5 msec. 
The capacitance of a container surface With a thickness of 

approximately 0.5 mm and a dielectric constant of about 2 
Will be: 

The voltage increase of the surface With a charge density of 
3.310-8 Coul-cm‘2 Will be about 700 volts. This voltage 
drop is small compared to the total voltage drop of approxi 
mately 50 kV as required. If increased charge densities are 
required, then more pulses can be used as outlined above. 

Surface heating by the steriliZation method of the inven 
tion is expected to be minimal. The solution to the heat 
diffusion equation for a step function heat deposition is an 
error function of the variable x(Kt)_1/’, Where is the 
thermal diffusion coefficient. For simplicity, the penetration 
depth (h) is estimated as hz(Kt)1/2. For approximately 
4~10_3~cm2~sec_1. The temperature increase can be estimated 
asiT—~u/hC Where u is the energy ?ux and C is the heat 
capacity of the surface. With u~1.5~10_3 J/cm2 and C~2 
J ~cm_3~K_1 the temperature increase for a 2-millisecond 
pulse is about 1A centegrade. Thus, there is considerable 
temperature margin. 

CONCLUSION 

A novel method and apparatus for container steriliZation 
has been described using energetic ions to penetrate and 
destroy microorganisms With a range of siZes. In particular 
these ions should be able to penetrate spore coatings for 
spore diameters up to and greater than a micron. For 
microorganisms Without coatings these ions are expected to 
be effective in destroying siZes that are quite large. If 
conditions are encountered Where the microorganisms are 
too large to be destroyed by energetic ions With a realiZable 
energy, this method of the invention can be used in con 
junction With other steriliZation techniques. 

Although the methodology of the invention, and illustra 
tive applications of that methodology, have been described 
in detail, it should be understood that various changes, 
alterations and substitutions may be made therein Without 
departing from the spirit and scope of the invention as 
de?ned by the appended claims. 
What is claimed is: 
1. A method for steriliZation of container surfaces com 

prising the steps of: 
evacuating said container to a desired pressure; 

injecting a Working gas into said container at said desired 
pressure; 

causing a plasma discharge to be initiated in said Working 
gas; 

applying a voltage potential across said plasma discharge 
operative to produce energetic ions in said plasma; and 

accelerating said energetic ions toWard said container 
surfaces using the voltage potential; 

Wherein said energetic ions effect a steriliZation of said 
container by destruction of microorganisms on surfaces 
of said container. 

2. The method for steriliZation of claim 1, Wherein said 
plasma discharge is initiated by a gloW discharge technique. 

3. The method for steriliZation of claim 1, Wherein said 
plasma discharge is initiated by an RF signal. 

4. The method of steriliZation of claim 1, Wherein said 
energetic ions are deposited on said container surface by a 
capacitive displacement current. 
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5. The method for sterilization of claim 1, wherein said 
applied voltage is provided by a modulated poWer supply 
operative to cause said voltage to be applied in pulses. 

6. The method for steriliZation of claim 1, Wherein said 
applied voltage is of a magnitude to impart an ion energy on 
the order of 50 keV. 

7. A method for steriliZation of interior surfaces of a 
container comprising the steps of: 

forming a plasma discharge in a Working gas disposed 
Within said container; 

applying a voltage potential betWeen said plasma dis 
charge and an interior surface of said container, said 
voltage potential being operative to produce energetic 
ions in said plasma; and 

accelerating said energetic ions toWard the interior sur 
faces using the voltage potential; 

Wherein said energetic ions effect a steriliZation of said 
container surfaces by destruction of microorganisms on 
said surface. 

8. The method for steriliZation of claim 7, Wherein said 
plasma discharge is initiated by a gloW discharge technique. 

9. The method for steriliZation of claim 7, Wherein said 
plasma discharge is initiated by an RF signal. 

10. The method for steriliZation of claim 7, Wherein said 
applied voltage is provided by a modulated poWer supply 
operative to cause said voltage to be applied in pulses. 

11. The method for steriliZation of claim 7, Wherein said 
applied voltage is of a magnitude to impart an ion energy on 
the order of 50 keV. 

12. An apparatus for steriliZation of a container compris 
ing: 

means for evacuating said container to a desired pressure; 

means for injecting a Working gas into said container at 
said desired pressure; 
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a ?rst electrode introduced through an aperture of said 

container and protruding into an interior portion 
thereof; 

a second electrode established at a surface of said con 

tainer; and 
a modulated poWer supply connected betWeen said ?rst 

and said second electrode and operative to provide a 
pulsed voltage potential betWeen said electrodes; 

Wherein a plasma discharge is caused to be initiated in 
said injected Working gas and said pulsed voltage 
potential betWeen said electrodes produces energetic 
ions in said plasma, said energetic ions being acceler 
ated toWard the surfaces of the container and effecting 
steriliZation of said container by destruction of micro 
organisms on surfaces of said container. 

13. The steriliZation apparatus of claim 12, Wherein a 
portion of said container structure is constituted as said 
second electrode. 

14. The steriliZation apparatus of claim 12, Wherein said 
second electrode is disposed outside of said container and 
the energetic ions are deposited on the surface by a capaci 
tive displacement current. 

15. The steriliZation apparatus of claim 12, Wherein a 
polariZation of said potential difference betWeen said ?rst 
and said second electrode is established to attract ions to an 
interior surface of said container. 

16. The steriliZation apparatus of claim 12, Wherein said 
second electrode is constituted of a porous material and 
established proximate to interior surfaces of said container. 

17. The steriliZation apparatus of claim 12, Wherein said 
potential difference betWeen said ?rst and said second 
electrode is established at a magnitude to impart an ion 
energy on the order of 50 keV. 

* * * * * 
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